
Dimensions              

SpecificationRMBC101-W680
19" 1U Rack Mount System with Intel® W680 Chipset, Intel® 14th/13th/12th Gen (Raptor Lake-S Refresh/Raptor 
Lake-S/Alder Lake-S) Core™ Processors with W680 chipset
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19" Rackmount Chassis 1UrotcaF mroF

CPU Intel® 14th/13th/12th Gen (Raptor Lake-S Refresh/Raptor Lake-S/Alder Lake-S)
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System I/O Port 1xHDMI, 1xDP

2xDP
5 x USB 3.2 Gen2, 1 x USB 3.2 Gen2x2  3 x Intel 2.5 Gigabit LAN
COM1, COM2 (RS-232/422/485)

Storage
6 x 3.5" HDD drive bays
Optional CD-RW, DVD, CD, and Floppy Drivers
Support RAID 0, 1, 5, 10"

Built-In Nvidia RTX4000 Card / Dual port 10Gb SFP+noisnepxE
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Operating Temperature
Storage Temperature
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Specification             

Features
1U rackmount chassis, space-saving for more expansion

Intel® 14th/13th/12th Gen (Raptor Lake-S Refresh/
Raptor Lake-S/Alder Lake-S) Core™ Processors with 
W680 chipset

I/O:1xHDMI, 1xDP, 5 x USB 3.2 Gen2, 1 x USB 3.2 
Gen2x2  3 x Intel 2.5 Gigabit LAN, COM1, COM2 
(RS-232/422/485)

4 x 288-pin ECC/non-ECC Long-DIMM DDR4 3200 MHz, up to 128GB (32GB per DIMM)
Intel® W680 Chipset

Win 10, 11 & Linux supported

19" x 1U x 9.84"
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